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Part# KFOC1S Part# KFO2 Part# KFO3

» Taste, odor, chlorine and cyst * 5 Micron Pre-Filter * 5 Micron Pre-Filter
reduction * Taste, odor, chlorine, cyst, and lead  Coconut Shell Carbon& KDF®
. P reduction » Taste, odor, chlorine, heavy metal, cyst, & lead
Capacity: 2,500 Gal/é mo « Inlet; 1/4” Ball Valve Quick Connect reduction
» Filtration: 1 Micron Carbon Block » Qutlet: 1/4” Quick Connect w/Bleeder  « Inlet: 1/4” Ball Valve Quick Connect
* Capacity: 1,500 Gal/6 mo e Outlet: 1/4” Quick Connect w/Bleeder

NSF Certified Standard 42 & 53 for taste, odor,

chlorine and cyst reduction NSF Certified Standard 42 & 53 for lead and cyst « Capacity: 1,500 Gal/6 mo

@ reduction @ NSF Certified Standard 42 & 53 for lead and @
cyst reduction
OPTIONS ULTRA VIOLET REVERSE OSMOSIS

Double Filter Triple filter system

3 w/ Ultra Violet Filter “=
* 5 Micron.Pre-Filter « 5 Micron Pre-Filter

« Taste, odor, chlorine, « Coconut Shell
cyst and lead reduction = Carbon& KDF®
* 10 Watt UV : » Taste, odor, chlorine,

heavy metal, cyst, and
NSF Certified Standard lead reduction
42 & 53 for lead and « 10 Watt UV

Three Stage Reverse Osmosis Four Stage Reverse Osmosis

cyst reduction System System
NSF Certified Standard 42 & 53 for lead and | ° 1 Micron Carbon Block « 5 Micron Sediment
Part# KFO2UV cyst reduction @ * 35 Gal Membrane GPD « Coconut Shell Carbon with KDF
 Coconut Shell Carbon Post Filter « 100 Gal Membrane GPD
Part# KEO3UV * 2.1 gal tank « Carbon/Calcite Post Filter

* 3.2 gal tank
Part# kFRO35 () NSE

Components Part# KFRO Components
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